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Strong points

1. Best sensitivity in the
world (0.00004 lux F#1.4
50IRE)
2. 700 TV line in B/W and 580TV line in color.
3. ICR type day & night is suitable for 24
hours surveillance.
4. IP66 certified.
5. Vandal-proof
6. All the funcitons are controlled through OSD.
7. Full 3 axis bracket built-in

Information

Caution

Read this user guide carefully before any installation for safe operation of
product.

WARNING

1. Do not disassemble the unit yourself. \When there is a problem with the unit
please contact the security service provider or place of
purchase.

2. Use only regulated power source.
3. Do not disassemble or re-model the camera, it could cause fire, electric

shock or other hazards.




Configuration

Zoom lever
Surface mount adaptor Safty wire

Focus lever 3 Axis bracket

OSD menu set bution
Extra video output

24V AC or 12V DC
Junction box screw hole

Exira video output  Focus lever Zoom lever

s

OSD menu set button  8-22mm lens is optional 3 Axis bracket Extra video output
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Contents in box
Open the box and check the contents

1.Dome camera

2.Surface mount adaptor

3.Manual

4.Extra video cable

5.Screws to fix camera to surface mount adaptor
6.Screws to fix surface mount adaptor

7.Hold cover of surface mount adaptor
8.0pening tool

9.L wrench




Installation
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1) Embedded mount type installation available

-
-

2) Surface mount type
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* Fix the surface mount adaptor on the ceiling first.



Connecting the power and video

12V DC or 24V AC
ower 1A

Video connection



Setting menu

MAIN SETUP

»1. LENS

2. EXPOSURE«
3.WHITE BAL
4. BACKL | GHT
9. SDNR

b. DAYZNIGHT
/. IMAGE ADJ+
8. SPECIAL
9. EXIT

* Push the SET button > menu open
* lcon ] has sub menus. Press the set bution fo enter sub menus.
* lcon — means it is not available due o setting oplions.

1. Up and Down : Move Cusar

2. Left and Right : Value

3, Left and Right > Push > Menu > Valua
4, END : Push > Previous

Main Menu
1. LENS : DC(PUSH), MANUAL
2, EXPOSURE : PUSH : SHUTTER :AFLK
: AGC : OFF, LOW, HIGH
: SENS-UP : OFF, AUTO
(Only when SHUTTER is —)
3. WHITE BAL : ATW, MANUAL (PUSH), AWC-> SET
OUTDOOR, INDOOR
4, BACKLIGHT : —, OFF, BLC (PUSH),
HLC (High Light Compensation)
It works anly at night.
&) Car license plates recognition.
High light area should ba over half size of screen.
5. SDNR. : ON (PUSH), OFF
{Digital Nose Reduction)
(Available only when AGC is on)
6. DAY/NIGHT : AUTO, EXTERN, COLOR, BW
(Available only when AGC is on)
7. IMAGE ADJ : FREEZE : OFF.ON
V-REV : OFF.ON
H-REV : OFFON
D-ZOOM : OFF, ON
SHARPNESS : OFF, ON
8. SPECIAL (PUSH): 1. CAM TITLE : OFF, ON{PUSH)
2. 5YNC : INT
3. MOTION DET : OFF,ON{PUSH)
4, PRIVACY : OFF, ON (PUSH)
5. 0IS : OFF, ON
(Digital Image Stabilizer)
&) VWhen an object is shaking
6. COMM ADJ ;1. CAM ID
: 2. BALUD RATE
3. UART MODE
4, RET PKT
5. DISPID
7. LANGUAGE :
ENGLISH, CHINESS, DEUTSCH,
ITALIAMNO, FRANCAIS, ESPANOL
8. RESET
8 EXIT



Menu detalls

LENS

Using this function, you can control screen brightness.

1. When the SETUP menu screen is displayed, select 'LENS' by using the Up
and Down buttons so that the arrow indicates 'LENS' .

2. Select the connected lens type by using the Left and Right buttons.

MAIN SETUP

» LLENS DG .
2 EXPOSURE

(» DC /Video : Select Auto Iris Lens

® When DC is selected, you can control screen brightness. The range of brightness conirol
is between 1 and 70. Adjust the brightness appropriately for optimal screen brightness.

Notes

* Some lenses may not work properly, depending on the setting of the BRIGHTNESS
LEVEL.

(= Manual ; Select Manual Lens

MAIN SETUP

» LLENS (1]
2 EXPOSURE

3.WHITE BAL ATW

1. When the SETUP menu screen is displayed, select EXPOSURE by using the
Up and Down buttons so that the arrow indicates EXPOSURE .

2. Select a desired mode using the Up and Down buttons.



Menu details

EXPOSLRE
» |.SHUTTER
2 AGC HIGH
3.5ENS-LP OFF
4.RETURN .J

v

(=} SHUTTER : You can select either auto or manual shutter.

- AFLK : Select this when you experience picture flicker, which can happen when there
is a clash with the frequency of the installed lighting.

- ESC : Select this to control the shutter speed automatically. If ESC is selected, the
shutter speed is automatically controlled depending on the ambient illumination
of the subject.

- MANUAL : You can control shutter speed manually.

Notes

e When the SHUTTER is set to ESC after selecting the Internal Synchronization
Type, the picture may become unstable if the camera faces a bright fluorescent
light. Therefore, take care when choosing the installation position.

* ESC and MANUAL modes are only available together when the lens is set to
MAMUAL.

* When the SHUTTER is set to MANUAL or A.FLK mode, SENS-UP will be disabled.

(&) AGC(AUTO GAIN CONTROL) : The higher the gain level, the brighter the screen -
but the higher the noise.

- OFF : Deactivates the AGC function.
- LOW : Allows automatic gain control from 5.3dB to 32dB.
- HIGH : Allows automatic gain control from 5.3dB to 37dE.

(® SENS-UP : When it is night or dark, the camera automatically detects the light level
and maintains a clear picture if this mode is activated.

- OFF : Deactivates the SENS-UP function.
- AUTO : Activates the SENS-UP function.












